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Bi-Metal Dial Pipe Thermometers
ideal for the HVAC industry

budget pipe surface thermometer

This easy to use surface pipe thermometer features a 
Ø60 mm nickel plated dial and indicates temperature 
over the range of 0 to 120 °C.

The Ø50 mm dial face has a clear, graduated scale 
indicating temperature in 2 °C divisions.

Each thermometer is supplied with a wrap-around spring 
kit (53 mm long) for pipe mounting.  For larger pipes it 
is possible to attach the thermometer to pipework using 
either tie-wraps or wire (not supplied).

pipe surface thermometer

This easy to use surface pipe thermometer features a  
Ø60 mm stainless steel dial and indicates temperature 
over the range of 0 to 120 °C or 32 to 250 °F.  The 
Ø50 mm dial face has a clear, graduated scale 
indicating temperature in 2 °C and 4 °F divisions.

Each thermometer is supplied with a wrap-around 
stainless steel spring kit (53 mm long) for pipe mounting.  

For larger pipes it is possible to attach the thermometer 
to pipework using either tie-wraps or wire (not supplied).

 
 800-951 pipe thermometer 
 order code description  

 800-971 budget pipe thermometer 
 order code description 

This Ø60 mm stainless steel, surface dial thermometer 
incorporates a magnetic sensing pad for mounting on 
ferrous metals and indicates temperature ranges from 
0 to 120 °C or 32 to 250 °F.

This magnetic dial thermometer is widely used in 
the central heating and HVAC industries and is 
suitable for monitoring the temperature of radiators 
and pipes, it is especially useful when balancing 
radiator temperatures.  The Ø50 mm dial face has a 
clear, graduated scale indicating temperature in 2 °C 
and 4 °F divisions.

 
 800-950 magnetic thermometer 
 order code description 

Magnetic Thermometer
with Ø60 mm bi-metal dial

rear magnet

IN
D

U
STR

IA
L TH

ER
M

O
M

ETER
S

53

Bi-Metal Dial Pipe Thermometers
ideal for the HVAC industry

budget pipe surface thermometer

This easy to use surface pipe thermometer features a 
Ø60 mm nickel plated dial and indicates temperature 
over the range of 0 to 120 °C.

The Ø50 mm dial face has a clear, graduated scale 
indicating temperature in 2 °C divisions.

Each thermometer is supplied with a wrap-around spring 
kit (53 mm long) for pipe mounting.  For larger pipes it 
is possible to attach the thermometer to pipework using 
either tie-wraps or wire (not supplied).

pipe surface thermometer

This easy to use surface pipe thermometer features a  
Ø60 mm stainless steel dial and indicates temperature 
over the range of 0 to 120 °C or 32 to 250 °F.  The 
Ø50 mm dial face has a clear, graduated scale 
indicating temperature in 2 °C and 4 °F divisions.

Each thermometer is supplied with a wrap-around 
stainless steel spring kit (53 mm long) for pipe mounting.  

For larger pipes it is possible to attach the thermometer 
to pipework using either tie-wraps or wire (not supplied).

 
 800-951 pipe thermometer 
 order code description  

 800-971 budget pipe thermometer 
 order code description 

This Ø60 mm stainless steel, surface dial thermometer 
incorporates a magnetic sensing pad for mounting on 
ferrous metals and indicates temperature ranges from 
0 to 120 °C or 32 to 250 °F.

This magnetic dial thermometer is widely used in 
the central heating and HVAC industries and is 
suitable for monitoring the temperature of radiators 
and pipes, it is especially useful when balancing 
radiator temperatures.  The Ø50 mm dial face has a 
clear, graduated scale indicating temperature in 2 °C 
and 4 °F divisions.

 
 800-950 magnetic thermometer 
 order code description 

Magnetic Thermometer
with Ø60 mm bi-metal dial

rear magnet


